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PVC Marking Tape, Yellow-Black, 10 cm x 30 m

AT A GLANCE

PVC marking tape, yellow-black stripes.

10 cm x 30 m, 0.6 kg.

Abrasion-resistant backing, tears by hand.

For ramps, machinery and obstacles.

Product code ATZ R08

Category Adhesive and Warning Tapes

Brand Zeplin

Weight 0.6 kg

This product on attotrafic.ro
https://attotrafic.ro/en_US/products/banda-adezi
va-pentru-marcare-galbennegru-10cm-x-30m

Technical specifications

Material PVC

Width (Tape) 10 cm

Length 30 M

Color Yellow + Black

Description

The ATZ R08 is the wide, 10 cm version of the yellow-black tape. It is used where the hazard is serious or the area is large: the edge of a
loading bay, the perimeter around a press, a robot or a conveyor, and the support columns along forklift aisles.

Technical data
width: 10 cm;
length: 30 m per roll;
material: PVC;
colour: diagonal yellow and black stripes;
weight: 0.6 kg.

Worked example
The perimeter of a 4 x 2 m machine, marked 1 m out from it, is 20 m, so one roll does one machine with some left over for columns or
thresholds.
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Applying it
The floor must be clean and dry. Press the tape down firmly along its length and especially at the ends. The PVC backing resists abrasion,
and the tape tears by hand.

Where it is used
In factories, warehouses, car workshops, loading bays and underground car parks, for temporary warning markings.

Other versions
Narrower, at 5 cm, is the ATO 8200-YBK. For hazards that must also show in headlights, see the ATZ R04 yellow-black reflective tape,
also 10 cm.


