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TECHNICAL  DATA  SHEET
Product code: V8-B650 · Issued on 21.10.2026

4R25 6V/50Ah Battery for Warning Lamps, Non-rechargeable

AT A GLANCE

4R25 battery, 6V/50Ah, zinc-carbon.

Non-rechargeable.

For the V8-Y, V8-R and V8-Y2 lamps.

Free of lead, mercury and cadmium.

Product code V8-B650

Category Warning Lights

Weight 0.7 kg

This product on attotrafic.ro
https://attotrafic.ro/en_US/products/baterie-ecolo
gica-4r25-6v-50ah-pentru-lampa-de-semnalizar
e

Technical specifications

Material Zinc Carbon

Type 4R25

Voltage 6V

Current 50Ah

Description

The 50Ah battery is the choice for long jobs. In a V8-Y or V8-R flashing lamp it lasts about 2,800 hours, almost eight times as long as the
7Ah battery, and in the V8-Y2, with two batteries, it reaches about 4,500 hours.

Why running time matters
On a site with dozens of lamps, every battery change means time and an extra trip. With the 50Ah battery, the lamps run for weeks on
end without being touched. If a lamp is lit about 12 hours a day, 2,800 hours means more than seven months of operation.

Type
It is a 6V 4R25 zinc-carbon battery with terminals on top, non-rechargeable. It contains no lead, mercury or cadmium.

Technical data
type 4R25, zinc-carbon;
6V, 50Ah;
non-rechargeable.

Compatibility
It is used in the V8-Y (yellow), V8-R (red) and V8-Y2 (yellow, for two batteries) flashing lamps. For short jobs, the 7Ah battery, the V8-B67,
is enough.


