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ATTO TRAFIC
Road signage and safety equipment since 1998

TECHNICAL  DATA  SHEET
Product code: V6-90AR2 · Issued on 20.10.2026

Traffic Cone, PVC, 90 cm, 2 Reflective Bands, Weighted Base
PREMIUM Signs compliant with SR 1848-1:2024

AT A GLANCE

PVC signalling cone, orange, 90 cm.

Hexagonal weighted base, 48 cm.

2 honeycomb reflective bands.

6 kg.

Product code V6-90AR2

Category Traffic Cones

Brand Zeplin

Weight 6 kg

Compliance Signs compliant with SR 1848-1:2024

This product on attotrafic.ro
https://attotrafic.ro/en_US/products/con-de-sem
nalizare-rutiera-pvc-90-cm-2-folii-reflectorizante
-baza-cu-greutate

Technical specifications

Material PVC

Size (Base) 48 cm

Base Shape Hexagon

Color Orange

Reflective 2 Honeycomb

Description

At 90 cm tall and 6 kg, the V6-90AR2 is the cone for roads with traffic and for works left overnight. The 48 x 48 cm hexagonal weighted
base keeps it in place even when lorries pass close by. The whole cone weighs 6 kg, which makes it hard to knock over.

Visibility
The 2 white honeycomb reflective bands sit high on the cone and show up early in the headlights. The body is bright orange PVC.

Material
Flexible, weather-resistant PVC. When struck, the cone bends, and the heavy base stops it being thrown out of position.
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Technical data
90 cm high;
48 x 48 cm hexagonal base;
6 kg.

Use together with
For a continuous barrier between cones, fit the ATO 3800 extendable bar (white-red) or the ATO 3800/B (yellow-black). The 5.95 kg PE
version is the V6-90AR2E, and the one without a heavy base is the V6-90R2.

What the roadworks rules require (Order 1112/411/2000)
SR 1848-1:2024 provides the traffic cone (V6) to protect freshly applied markings, to mark off small works and to sign police crews at
accident scenes. In a work-zone signing layout, cones belong to the signing that marks the works, together with barrier boards and
markers, installed after the advance signing. The methodological rules approved by Order MI/MT no. 1112/411/2000 require temporary
signing to be retroreflective at night wherever the existing signing is. Compared with the 2011 edition, SR 1848-1:2024 specifies orange
instead of red for the V6 cone, and this cone is orange.

The contractor installs the signing to the layout approved by the road authority with the traffic police's agreement, maintains and
completes it for the whole job and removes it at the end; accidents caused by incomplete or missing temporary signing are entirely the
contractor's responsibility.


