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ATTO TRAFIC
Road signage and safety equipment since 1998

TECHNICAL  DATA  SHEET
Product code: ATZ 80150-ROS · Issued on 21.10.2026

Fence with Sign Panel, Red – Keep Left and STOP, 100x50 cm
Class I (EGP) Road Signs

AT A GLANCE

Red 150 x 100 cm fence with a yellow 100 x 50 cm panel.

On the panel: keep left and STOP.

4 reflective films; side joining clip.

2 threaded sockets for lamps.

Product code ATZ 80150-ROS

Category Barriers

Brand Zeplin

Weight 12.5 kg

Compliance Class I (EGP) Road Signs

This product on attotrafic.ro
https://attotrafic.ro/en_US/products/gard-cu-pan
ou-semnalizare-rosu-ocolire-stanga-si-stop-100
x50-cm

Technical specifications

Panel Dimensions 100 x 50 cm

Material PVC, PPC

Color Red

Reflective 4 reflective sheets

Installation 4 Dowels, 4 Screws

Description

This combination is used where not everyone goes the same way: at the entrance to a site, in a factory yard or at a loading area. The blue
arrow sends traffic past the fence on the left, and the STOP sign tells those heading into the closed area to stop.

The panel
It measures 100 x 50 cm on a yellow background, with the keep left sign and the STOP sign side by side. It is mounted in the middle of the
fence, over the frame's lattice.

The fence
The red frame is 150 x 100 cm, 5 cm thick and 12.5 kg, made of PVC and PPC. It stands on two black feet. The red and white striped
reflective bands top and bottom make up 4 films and show in the headlights after dark.
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Accessories and joining
2 threaded sockets for a warning lamp;
a side clip for attaching to other modular fences;
it stacks flat with the other fences for transport.

The mirror version
The ATZ 80150-RSO has STOP on the left and keep right, for when traffic has to be sent the other way.


