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TRAFIC

Red Marker Cone, 50 cm
Signs compliant with SR 1848-1:2024

AT A GLANCE

e Red marker cone, 50 cm, with 2 white bands.
e 28 cm octagonal base.

e 0.95 kg, easy to move.

e Economy: low price, matt colours.

Product code V6-50E

Category Traffic Cones

Brand Zeplin

Weight 0.95kg

Compliance Signs compliant with SR 1848-1:2024

This product on attotrafic.ro
https://attotrafic.ro/en_US/products/jaloane-auto-
din-pe-50-cm

| Technical specifications

Material PPC
Base Shape Octagon
Color Red

| Description

The marker cone is the simple red-and-white cone you move from place to place as often as needed. It is 50 cm high, has 2 white bands
with red dots and a 28 x 28 cm octagonal base, and weighs 0.95 kg.

Whatitis for

Marking out areas where work is done on the road, where access is prohibited, in car parks or on building sites. It is also handy in yards, at
car workshops or for marking a temporary route.

Economy

It belongs to the economy series: low price, low weight, matt colours. It is the right choice when you need many pieces for occasional use.
Technical data

e 50 cm high;

e 28 x 28 cm octagonal base;

e 0.95kg;
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o red with 2 white bands.

More stable
The same marker cone on a 38 cm, 2.4 kg black weighted base is the V6-50EA. For work on roads with traffic, choose a cone with
honeycomb reflective bands, for example the V6-50R2E.

What the roadworks rules require (Order 1112/411/2000)

SR 1848-1:2024 provides the traffic cone (V6) to protect freshly applied markings, to mark off small works and to sign police crews at
accident scenes. In a work-zone signing layout, cones belong to the signing that marks the works, together with barrier boards and
markers, installed after the advance signing. The methodological rules approved by Order MI/MT no. 1112/411/2000 require temporary
signing to be retroreflective at night wherever the existing signing is. Compared with the 2011 edition, SR 1848-1:2024 specifies orange
instead of red for the V6 cone. This marker cone is red, so for roadworks signing choose an orange traffic cone, such as the V6-50R2 or
V6-50AR2.

The contractor installs the signing to the layout approved by the road authority with the traffic police's agreement, maintains and
completes it for the whole job and removes it at the end; accidents caused by incomplete or missing temporary signing are entirely the
contractor's responsibility.
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