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ATTO TRAFIC
Road signage and safety equipment since 1998

TECHNICAL  DATA  SHEET
Product code: V1-80YB · Issued on 22.10.2026

Plastic Chain by the Metre, Yellow-Black, 8 mm
Signs compliant with SR 1848-1:2024

AT A GLANCE

Yellow-black plastic chain, 8 mm.

Polyethylene (PE), 0.1 kg per metre.

Sold by the metre.

For warehouses, industrial halls, loading bays and car
parks.

Product code V1-80YB

Category Plastic Chains

Weight 0.1 kg

Compliance Signs compliant with SR 1848-1:2024

This product on attotrafic.ro

https://attotrafic.ro/en_US/products/lant-din-plas
tic-metru-galbennegru-8-mm

Technical specifications

Material PE

Color Yellow + Black

Description

Yellow and black is the combination used for hazards and obstacles: the edge of a loading bay, a support column in an industrial hall, an
area where a forklift works or a parking space that must stay free. The V1-80YB is an 8 mm plastic chain with yellow and black links
alternating in sections.

By the metre
One metre weighs 0.1 kg. If you have a long area to close off, the V1-803 roll holds 25 m of 8 mm yellow-black chain.

Material
Polyethylene (PE): it does not rust, cleans with water and is light, so it hangs easily from posts, cones or rings fixed to a wall.

What it goes with
The yellow ATD 7580 steel bollard has 2 rings at the top for the chain, and together they make a barrier in matching colours. It also works
with portable posts such as the ATZ 63315R2, or with cones fitted with the ATZ 101A hook. The ends are secured with the ATZ 330A
hook.

Thinner version
The same colours come in a 6 mm version, the V1-60YB, also sold by the metre.
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What the roadworks rules require (Order 1112/411/2000)
SR 1848-1:2024 provides the polyethylene garland or chain (V1) in built-up areas, to mark off works lengthwise. The methodological rules
approved by Order MI/MT no. 1112/411/2000 require the contractor, among other things, to set up dedicated pedestrian corridors on the
carriageway when the works take up the pavement. Marking off the work zone belongs to the signing that marks the works, installed
after the advance signing.

The contractor installs the signing to the layout approved by the road authority with the traffic police's agreement, maintains and
completes it for the whole job and removes it at the end; accidents caused by incomplete or missing temporary signing are entirely the
contractor's responsibility.


