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ATTO TRAFIC
Road signage and safety equipment since 1998

TECHNICAL  DATA  SHEET
Product code: ATE 8016 · Issued on 20.10.2026

Tactile Guidance Marking for the Visually Impaired, Yellow,
30x60x0.8 cm
Anti-slip

AT A GLANCE

Tactile guidance marking with ribs parallel to the long side.

TPU, 30 x 60 x 0.8 cm, 0.90 kg, yellow RAL 1003.

Non-slip surface.

Fixed with epoxy adhesive (not included).

Product code ATE 8016

Category Tactile Surfaces

Weight 0.9 kg

This product on attotrafic.ro
https://attotrafic.ro/en_US/products/marcaj-tactil
-ghidare-pentru-nevazatori-galben-30x60x0-8-
cm

Technical specifications

Material TPU (Thermoplastic polyurethane)

Weight 0.90 kg

Dimensions L X W X H 30 x 60 x 0.8 cm

Color Yellow (RAL 1003)

Mounting System Epoxy (not included).

Description

The 30 x 60 cm rectangular tile covers as much as two 30 x 30 cm tiles, so a long route takes half as many pieces. The raised ribs run
parallel to the 60 cm side, so the tile is laid with that side along the direction of travel.

Specifications
TPU (thermoplastic polyurethane), 30 x 60 x 0.8 cm;
0.90 kg;
yellow RAL 1003;
non-slip surface.

How many tiles
1.67 tiles fit in one metre of a 30 cm wide route. A 10 m route takes 17 tiles, and 25 m takes 42.
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Installation
The tile is bonded with epoxy adhesive, which is not included. The ribs line up from one tile to the next, so the route stays continuous for
anyone following it with a white cane.

Where it is used
On long pavements, on platforms, in stations and airports, and along the corridors of public buildings. The stopping area in the same
format is the ATE 8014 tactile STOP marking, and on light-coloured floors the black version, the ATE 8017, is used.


