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ATTO TRAFIC
Road signage and safety equipment since 1998

TECHNICAL  DATA  SHEET
Product code: V15-R · Issued on 22.10.2026

Ballastable New Jersey Barrier, 100x40x70 cm, Red
Signs compliant with SR 1848-1:2024

AT A GLANCE

Red PVC New Jersey barrier, 100 x 40 x 70 cm.

7 kg empty; 35 l inside, filled with water or sand.

Links with other barriers into a continuous line.

Stacks for transport and storage.

Product code V15-R

Category Barriers

Weight 7 kg

Compliance Signs compliant with SR 1848-1:2024

This product on attotrafic.ro

https://attotrafic.ro/en_US/products/parapet-lesta
bil-tip-new-jersey-100x40x70-cm-rosu

Technical specifications

Material PVC

Interior Volume 35 L

Color Red

Description

It has the shape of the concrete barriers along motorways, wide at the bottom and narrow at the top, but it is made of PVC and weighs 7
kg empty. You carry it and set it down on your own, then fill it on the spot. The inside holds 35 litres of water or sand.

Where it is used
Barriers of this type go where the work area has to be marked off lengthways along the road, or where the two directions of traffic must
be separated on roads with at least two lanes each way. They are also used to close an entrance or to mark out an event area.

A continuous line
The barriers have a linking system at the ends that connects them to one another, forming a line with no gaps.

Transport and storage
Empty, they stack, so they take little room in a lorry or a store. Drain the water before transport.

Data
red PVC;
100 x 40 x 70 cm;
7 kg empty, 35 l inside.
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The same barrier also comes in white (V15-W), yellow (V15-Y) and black (V15-BK), so you can alternate colours along a line.

What the roadworks rules require (Order 1112/411/2000)
SR 1848-1:2024 provides the plastic barrier (V15) to mark off the work zone lengthwise or to separate the directions of traffic on roads
with at least two lanes each way. In the work-zone signing layout, it belongs to the signing that marks the works, installed after the
advance signing and before the end-of-restriction signing. The methodological rules approved by Order MI/MT no. 1112/411/2000 require
that, where the existing signing is not retroreflective, the lengthwise edge of the work zone is also marked with steady or flashing amber
lamps, such as the V8-Y or V8-YS.

The contractor installs the signing to the layout approved by the road authority with the traffic police's agreement, maintains and
completes it for the whole job and removes it at the end; accidents caused by incomplete or missing temporary signing are entirely the
contractor's responsibility.


