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ATTO TRAFIC
Road signage and safety equipment since 1998

TECHNICAL  DATA  SHEET
Product code: ATS 80150-W · Issued on 22.10.2026

Set of 4 White Modular Barriers, 150 x 100 cm
Class I (EGP) Road Signs

AT A GLANCE

4 ATZ 80150-W modular barriers, white.

150 x 100 cm, 12.5 kg each; 6 m joined up.

Red-and-white reflective bands, 4 films per barrier.

They join with a clip and stack flat.

Product code ATS 80150-W

Category Signalling Sets

Weight 50 kg

Compliance Class I (EGP) Road Signs

This product on attotrafic.ro

https://attotrafic.ro/en_US/products/set-bariera-
modulara-alb-150x100cm-4-buc

Technical specifications

Material PVC, PPC

Reflective Films

Description

In a yard, at a building entrance or at an event, a red site barrier looks like an emergency. White stands out against asphalt or dug earth
but looks tidy. The ATS 80150-W holds 4 ATZ 80150-W barriers, built the same way as the red version.

The barrier
white PVC and PPC frame, 150 x 100 cm, 5 cm thick, 12.5 kg;
two black feet;
red-and-white striped reflective bands top and bottom, 4 films, visible at night;
a side joining clip and 2 threaded sockets for lights or small signs.

What 4 will do
Joined in a line, they make 6 m of fencing; set out in a square, they close off a 1.5 x 1.5 m area, for example round a manhole. The whole
set weighs 50 kg.

Where it is used
To mark off a work area in a yard or car park, for access lanes at events, round unloading areas. Between jobs they stack flat and take up
little room. For fixing to the ground, the product sheet specifies 4 plugs and 4 screws per barrier.
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Other colours
Red, for roads and sites: the ATS 80150-R. Yellow: the ATS 80150-Y. Blue: the ATS 80150-BL.


