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Lamellar Guide Post with Reflective Film, 130 cm

AT A GLANCE

White fibreglass, 130 cm, 0.8 kg.

Lamellar profile: 10 cm wide, 3 mm thick.

Two Class I reflective films.

Installed along the road edge, 50 m apart.

Product code ATO 6301

Category Directional Beacons

Weight 0.8 kg

This product on attotrafic.ro
https://attotrafic.ro/en_US/products/stalp-de-ghi
dare-lamelar-cu-folie-reflectorizanta-130-cm

Technical specifications

Material Fiberglass

Reflective 2 Film

Color White

Description

On a country road with no edge line, at night or in fog, it is hard to tell where the asphalt ends. Guide posts on the verge, one every 50 m,
draw the edge of the road in the headlights.

How it is made
It is a white fibreglass blade, 130 cm long, 10 cm wide and only 3 mm thick. It weighs 0.8 kg, so a crew can carry dozens at a time. The
bottom end is pointed.

Reflective
It carries two Class I reflective films near the top. The white post is seen by day and the film picks up the headlights at night.

Where it is used
unlit county and local roads;
bends and embankments where the edge of the road is hard to see;
access roads to farms, quarries or industrial sites;
roads where snow covers the markings in winter.

Spacing
The posts go 50 m apart along the edge of the carriageway. For one kilometre of road, on one side, that is 20 posts.


