
Page 1 of 2S.C. ATTO REGAL S.R.L. · CUI RO11228633 · Al. I. Cuza Nr. 1, Corp C2, Tunari, Ilfov · +40 (724) 322 232 · office@attotrafic.ro · attotrafic.ro

ATTO TRAFIC
Road signage and safety equipment since 1998
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Product code: ATZ M300 · Issued on 21.10.2026

Flanged Road Sign Post, Ø60 mm, 300 cm

AT A GLANCE

Galvanised flanged post, Ø60 mm, 2 mm wall.

300 cm, 15 x 15 cm base plate.

Bolts onto concrete; fixings included free.

Plastic cap at the top.

Product code ATZ M300

Category Road Sign Posts

Brand Zeplin

Weight 10 kg

This product on attotrafic.ro
https://attotrafic.ro/en_US/products/stalp-indicat
oare-rutiere-cu-flansa-d-60-mm-h-300-cm-2

Technical specifications

Material Zinc-coated pipe

Wall Thickness 2 mm

Diameter 60 mm

Height 300 cm

Base Plate 15 x 15 cm

Description

You cannot dig a foundation everywhere: on a concrete platform, a ramp, a paved pavement or a slab with cables underneath. The ATZ
M300 solves this with a 15 x 15 cm square plate welded at the base and stiffened with gussets, which bolts straight onto concrete.

Technical data
diameter: Ø60 mm, 2 mm wall;
length: 300 cm;
material: galvanised tube;
15 x 15 cm base plate with 4 holes and stiffening gussets;
plastic cap at the top;
weight: 10 kg.

Installation
The fixings are included free of charge. Stand the post on a concrete surface, mark the 4 holes, drill them and tighten the bolts. The sign
is fixed with ATT 60c galvanised anti-rotation clamps, 2 for a normal-size sign, and the spare cap is the ATT 60d.
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What goes on it
Road signs and traffic mirrors: the ATZ 6080 and ATZ 6460 mirrors come with a fixing for posts between Ø48 and Ø85 mm.

Where it is used
In multi-storey and underground car parks, on industrial platforms, at warehouse entrances, on pavements and concrete yards, and on
public roads where a foundation cannot be poured.

Other versions
There is also a Ø48 mm flanged post that takes the standard clamps; for a poured foundation, there are galvanised round posts in Ø48
mm and Ø60 mm.


